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SPECIFICATION 
 

MODULE NO.: WF62ATXGRDNN0# 

                             

 

General Specifications 
Item Dimension Unit 

Size 6.2 inch 

Dot Matrix 640 x 320 dots 

Module dimension 170.32 x 88.3 x 5.3 mm 

Active area 140 x 70 mm 

Dot pitch 0.21875 x 0. 21875 mm 

LCD type TFT,Normally Black,Transmissive 

View Direction  Wide View 

Gray Scale 16 Gray scale (4BPP)/ 4 Gray scale (2BPP)/ 2 Gray scale (1BPP) 

Driver IC ST7511U 

Backlight Type LED, Normally White 

With /Without TP Without TP 

Surface Glare 

* Mono tone slight changed by temperature and driving voltage. 
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Absolute Maximum Ratings  
Item Symbol Min Typ Max Unit 

Operating Temperature TOP -20 － +70 ℃ 

Storage Temperature TST -30 － +80 ℃ 

 

Electrical Characteristics  
Operating conditions: 

Item Symbol Condition Min Typ Max Unit 

Supply Voltage For LCM VDD － 3.0 3.3 3.6 V 

Supply Current For LCM  IDD － － 25 38 mA 

Power Consumption － － － 83 137 mW 
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Interface 
LCM PIN Definition 

Pin Symbol Function 

1 GND System ground 

2 VDD Power Supply : +3.3V 

3 NC No connect 

4 A0 Data/Command select 

5 /WR(R/W) Write strobe signal 

6 /RD(E) Read strobe signal 

7 DB0 Data bus 

8 DB1 Data bus 

9 DB2 Data bus 

10 DB3 Data bus 

11 DB4 Data bus 

12 DB5 Data bus 

13 DB6 Data bus 

14 DB7 Data bus 

15 /CS Chip select 

16 /RESET(RSTB) Hardware reset 

17 IF0 
Mode select 

18 IF1 

19 NC No connect 

20 NC No connect 

21 NC No connect 

22 NC No connect 
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Contour Drawing 

The non-specified tolerance of dimension is 0.3mm.
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Contact details

2015 version 2.0

The Netherlands

Germany North

Nordic region

Belgium

Germany South

UK & Ireland

Austria

Elektrostraat 17
NL-7483 PG Haaksbergen

T: +31 (0)53 573 33 33
F:  +31 (0)53 573 33 30
E: nl@texim-europe.com

Bahnhofstrasse 92
D-25451 Quickborn

T: +49 (0)4106 627 07-0
F:  +49 (0)4106 627 07-20
E: germany@texim-europe.com

Sdr. Jagtvej 12
DK-2970 Hørsholm

T: +45 88 20 26 30
F:  +45 88 20 26 39
E: nordic@texim-europe.com

Zuiderlaan 14 bus 10
B-1731 Zellik

T: +32 (0)2 462 01 00
F:  +32 (0)2 462 01 25
E: belgium@texim-europe.com

Martin-Kollar-Strasse 9
D-81829 München

T: +49 (0)89 436 086-0
F:  +49 (0)89 436 086-19
E: germany@texim-europe.com

St. Mary’s House, Church Lane
Carlton Le Moorland
Lincoln LN5 9HS

T: +44 (0)1522 789 555
F:  +44 (0)845 299 22 26
E: uk@texim-europe.com

Warwitzstrasse 9 
A-5020 Salzburg

T: +43 (0)662 216 026
F:  +43 (0)662 216 026-66
E: austria@texim-europe.com

General information

info@texim-europe.com
www.texim-europe.com




