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Copyright Notice 

 

This document is copyrighted, 2025. All rights are reserved. The original manufacturer 

reserves the right to make improvements to the products described in this manual at 

any time without notice. 

No part of this manual may be reproduced, copied, translated, or transmitted in any 

form or by any means without the prior written permission of the original 

manufacturer. Information provided in this manual is intended to be accurate and 

reliable. However, the original manufacturer assumes no responsibility for its use, or for 

any infringements upon the rights of third parties that may result from its use. 

The material in this document is for product information only and is subject to change 

without notice. While reasonable efforts have been made in the preparation of this 

document to assure its accuracy, AAEON assumes no liabilities resulting from errors or 

omissions in this document, or from the use of the information contained herein. 

AAEON reserves the right to make changes in the product design without notice to its 

users. 
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Packing List 

 

Before setting up your product, please make sure the following items have been 

shipped: 

Item Quantity 

GENE-ARH6 1 

 

If any of these items are missing or damaged, please contact your distributor or sales 

representative immediately. 
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About this Document 

 

This Userõs Manual contains all the essential information, such as detailed descriptions 

and explanations on the productõs hardware and software features (if any), its 

specifications, dimensions, jumper/connector settings/definitions, and driver installation 

instructions (if any), to facilitate users in setting up their product.  

 

Users may refer to the product page at AAEON.com for the latest version of this 

document. 
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Safety Precautions 

 

Please read the following safety instructions carefully. It is advised that you keep this 

manual for future references 

 

1. All cautions and warnings on the device should be noted. 

2. Make sure the power source matches the power rating of the device. 

3. Position the power cord so that people cannot step on it. Do not place anything 

over the power cord. 

4. Always completely disconnect the power before working on the systemõs 

hardware. 

5. No connections should be made when the system is powered as a sudden rush 

of power may damage sensitive electronic components. 

6. If the device is not to be used for a long time, disconnect it from the power 

supply to avoid damage by transient over-voltage. 

7. Always disconnect this device from any AC supply before cleaning.  

8. While cleaning, use a damp cloth instead of liquid or spray detergents.  

9. Make sure the device is installed near a power outlet and is easily accessible. 

10. Keep this device away from humidity. 

11. Place the device on a solid surface during installation to prevent falls 

12. Do not cover the openings on the device to ensure optimal heat dissipation. 

13. Watch out for high temperatures when the system is running. 

14. Do not touch the heat sink or heat spreader when the system is running 

15. Never pour any liquid into the openings. This could cause fire or electric shock. 

16. As most electronic components are sensitive to static electrical charge, be sure to 

ground yourself to prevent static charge when installing the internal components. 

Use a grounding wrist strap and contain all electronic components in any 

static-shielded containers. 
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17. If any of the following situations arises, please the contact our service personnel: 

i. Damaged power cord or plug 

ii. Liquid intrusion to the device 

iii. Exposure to moisture 

iv. Device is not working as expected or in a manner as described in 

this manual 

v. The device is dropped or damaged 

vi. Any obvious signs of damage displayed on the device 

18. DO NOT LEAVE THIS DEVICE IN AN UNCONTROLLED ENVIRONMENT WITH 

TEMPERATURES BEYOND THE DEVICEõS PERMITTED STORAGE TEMPERATURES 

(SEE CHAPTER 1) TO PREVENT DAMAGE. 
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FCC Statement 

 

 

This device complies with Part 15 FCC Rules. Operation is 

subject to the following two conditions: (1) this device may not 

cause harmful interference, and (2) this device must accept any 

interference received including interference that may cause 

undesired operation. 

 

Caution: 

 

There is a danger of explosion if the battery is incorrectly replaced. Replace only with the 

same or equivalent type recommended by the manufacturer. Dispose of used batteries 

according to the manufacturerõs instructions and your local governmentõs recycling or 

disposal directives. 

 

Attention: 

 

Il y a un risque dõexplosion si la batterie est remplac®e de fa­on incorrecte. 

Ne la remplacer quõavec le m°me mod¯le ou ®quivalent recommand® par le constructeur. 

Recycler les batteries usées en accord avec les instructions du fabricant et les directives 

gouvernementales de recyclage. 
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China RoHS Requirements (CN) 

ғᵝѧῶ⅜ῶḱⱶ ἆӺ ᵄ ᴣᵍ  

AAEON Ѯ―/Ḓ―/ ― QO4-381 Rev.A2 

ҭᵄ  

ῶ⅜ῶḱⱶ ἆӺ  

 

(Pb) 

 

(Hg) 

 

(Cd) 

ԈҮ

(Cr(VI)) 

ᶺ

(PBB) 

ᶺ ҇

(PBDE) 

ᴍֻּכ ― 

ᴣԎּכḒ ҭ 
Ž Ň Ň Ň Ň Ň 

ᶹ ӡᴺ 

ὶᵸᴣ   
Ž Ň Ň Ň Ň Ň 

  ⁪ӘὯ SJ/T 11364 ￼ ḧ ֺ  

Ňχ ῶ⅜ῶḱⱶ ᶈ ҭἍῶᶎ  ᾳѧ￼ᵍ ᶎᶈGB/T 26572‰֝ ḧ

￼ ∂Ҩї  

Žχ ῶḱⱶ ￼• ᶎ  ᾳ ֧҃GB/T 26572￼ ∂ιⱡ ҭҠ

ᵀ₰ Ὕҧ2011/65/EU ￼  

ῼזӠӔּע (EFUP (Environmental Friendly Use Period)) : 10ẉ 

ᶵ├χ℅ғᵝἍ‰ ѳעӠӔּזῼ ι Ὕᶈ ⃰ẂӔּזꜛ֙ї  
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China RoHS Requirement (EN) 

Name and content of hazardous substances in product 

AAEON Main Board/Daughter Board/Backplane QO4-381 Rev.A2 

Part Name 

Hazardous Substances 

 

(Pb) 

 

(Hg) 

 

(Cd) 

ԈҮ

(Cr(VI)) 

ᶺ

(PBB) 

ᶺ ҇

(PBDE) 

PCB Assemblies ×      

Connector and 

Cable 
×      

The table is prepared in accordance with the provisions of SJ/T 11364. 

χIndicates that said hazardous substance contained in all of the homogenous 

materials for this product is below the limit requirement of GB/T 26572.  

×χIndicates that said hazardous substance contained in at least one of the 

homogenous materials used for this part is above the limit requirement of GB/T 26572. 

But this product still be compliance with 2011/65/EU Directive (allowed with 2011/65/EU 

Annex III of RoHS exemption with number 6(c),7(a),7(c)-1). 

EFUP (Environment Friendly Use Period) value: 10 years  

Notes: This product defined period of use is under normal condition.  
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Chapter 1 - Product Specifications 
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1.1 Specifications 

 

System  

Form Factor  3.5" SubCompact Board  

CPU  Intel® CoreË Ultra Processors (Series 2):  

Intel® CoreË Ultra 7 Processor 255H  

(16C/16T, up to 5.1 GHz, 28W)  

Intel® CoreË Ultra 5 Processor 225H  

(14C/14T, up to 4.9 GHz, 28W)  

Intel® CoreË Ultra 7 Processor 255U  

(12C/14T, up to 5.2 GHz, 15W)  

Intel® CoreË Ultra 5 Processor 225U  

(12C/14T, up to 4.8 GHz, 15W)  

Chipset  Integrated with Intel® SoC  

Memory Type  DDR5 6400, Dual Channel SODIMM x 2, Max. 96GB, 

Non-ECC  

Note: Max capacity up to 2 x 48GB DDR5 SODIMM up 

to 5600 MT/s. 

BIOS  UEFI  

Wake on LAN  Yes  

Watchdog Timer  255 Levels  

Security  TPM 2.0  

RTC Battery  Lithium Battery 3V/240mAH  

Dimensions  5.75" x 4" (146mm x 101.7mm) 

Weight 0.88 lb. (0.4Kg) 

OS Support  Windows® 10/11 (64-bit)  

Linux Ubuntu 24.04.2 (Kernel 6.11.0-25-generic)  
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Power  

Power Requirement  +9V ð 36V (Optional: +12V), supports ERP  

Power Supply Type  AT/ATX, supports 3-pin ATX  

Connector  Phoenix 2-pin Connector (Colay 4 pin connector)  

Power Consumption  Intel® CoreË Ultra 7, DDR5 48GB x 2, 5.44A @+12V 

(Typical)  

Intel® CoreË Ultra 7, DDR5 48GB x 1, 9.56A @+12V 

(Max)  

 

Display  

Controller  Intel® ArcË Graphics  

Intel® Graphics  

LVDS/eDP  LVDS x 1, Dual-Channel 18/24-bit, up to 1920 x 1080  

eDP 1.4b HBR3 x 1, up to 3840 x 2160 @60Hz  

Display Interface  HDMI 2.1 x 1, up to 8K x 4K @60Hz or 4K x 2K @120Hz  

DP 2.0 x 1, up to 7680 x 4320 @60Hz 30bpp (support 

DP++)  

Multiple Display  Up to 4 Simultaneous Displays  

 

Audio  

Codec  Realtek ALC897  

Audio Interface  Line-in/Line-out/Mic (Audio function not available for 

WiTAS SKU)  

Speaker  ñ  
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External I/O  

Ethernet  Intel® Ethernet Connection I219 1GbE, RJ-45 x 1  

Intel® Ethernet Controller I226 2.5GbE, RJ-45 x 2, 

support PEX  

Note: vPro only supported with IntelÉ CoreË Ultra 7 Processor 265H. 

USB  USB 3.2 Gen 2 x 2  

Serial Port  ñ  

Video  HDMI 2.1 x 1  

DP 2.0++ x 1  

 

Internal I/O  

USB  USB 2.0 x 4  

Serial Port  COM 1, COM 2 (RS-232/422/485, supports 5V/12V/RI) 

COM 3, COM 4 (RS-232)  

Video  LVDS x 1  

Inverter x 1 (12V/2A)  

eDP x 1  

SATA  SATA 6Gb/s x 1  

+5V SATA Power Connector x 1  

Audio  Audio Header x 1 (Optional, Audio function not 

available for WiTAS SKU)  

DIO/GPIO  GPIO 8-bit  

SMBus/I2C  SMBus/I2C x 1 (Default: SMBus)  

Touch  ñ  

Fan  4-Wire Smart Fan x 1  

SIM  Nano SIM x 1  

Front Panel  HDD LED, PWR LED, Power Button, Buzzer, Reset  
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Expansion  

Mini PCIe/mSATA  ñ  

M.2  M.2 2280 M-Key x 1 (PCIe 4.0 [x4]/SATA) Default: PCIe 

4.0 [x4] (selected by BOM)  

M.2 3052 B-Key x 1 (PCIe 3.0 [x1] + USB 3.2/PCIe 3.0 

[x2]) Default: PCIe 3.0 [x1] (selected by BOM)  

M.2 2230 E-Key x 1 (PCIe 3.0 [x1] + USB 2.0), supports 

Wi-Fi 6E CNVi  

(RAID 0, RAID 1 support on PCIe storage)  

Others  FPC2 x 1 (PCIe 4.0 [x4] x 2), Support RAID 0, RAID 1  

 

Environmental  

Operating Temperature 32°F ð 140°F (0°C ð 60°C)  

Storage Temperature -40°F ð 185°F (-40°C ð 85°C)  

Operating Humidity  0% ~ 90% relative humidity, non-condensing  

MTBF (Hours)  753,493  

EMC  CE/FCC Class A  
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1.2 Block Diagram 
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Chapter 2 
 

Chapter 2 ð Hardware Information 
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2.1 Dimensions 
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2.2 Jumpers and Connectors 

 

Top View 

 

Front I/O View 
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Bottom View 
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2.3 List of Jumpers 

 

Please refer to the table below for all of the boardõs jumpers that you can configure for 

your application 

 

Label Function 

JP2 COM 1 Pin 9 Function Selection 

JP3 COM 2 Pin 9 Function Selection 

JP4 
LVDS Operating Voltage Selection 

LVDS Backlight Inverter Voltage Selection 

JP5 Clear CMOS Jumper 

Auto Power Button Enable/Disable Selection 
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2.3.1 COM 1 Pin 9 Function Selection (JP2) 

 

   

+12V Ring (Default) +5V 
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2.3.2 COM 2 Pin 9 Function Selection (JP3) 

 

   

+12V Ring (Default) +5V 
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2.3.3 LVDS Backlight Inverter Voltage Selection (JP4) 

 

  

+5V (Default) +12V 
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2.3.4 LVDS Operating Voltage Selection (JP4) 

 

  

+3.3V (Default) +5V 
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2.3.5 Clear CMOS Jumper (JP5) 

 

  

Normal (Default) Clear CMOS 
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2.3.6 Auto Power Button Enable/Disable Selection (JP5) 

 

  

Disable Auto Power Button Enable Auto Power Button (Default) 
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2.4 List of Connectors 

 

Please refer to the table below for all of the boardõs connectors that you can configure 

for your application 

 

Label Function 

CN1 Audio I/O Port 

CN2 +5V Output for SATA HDD  

CN3 M.2 3052 B-Key Slot 

CN5 External Power Input 

CN6 DDR5 SODIMM Channel 1 

CN7 Front Panel 

CN8 SATA Port 

CN9 External +5VSB Input 

CN10 SPI Flash Programming Port 

CN11 DDR5 SODIMM Channel 2 

CN12 USB 2.0 Port 6 

CN13 USB 2.0 Port 5 

CN14 USB 2.0 Port 4 

CN15 USB 2.0 Port 3 

CN16 COM Port 1 

CN17 COM Port 2 

CN18 M.2 2230 E-Key Slot 

CN19 COM Port 3 

CN20 COM Port 4 

CN21 LVDS Connector 

CN22 Nano SIM Card Socket 

CN23 GPIO  

CN24 M.2 2280 M-Key Slot 

CN25 LAN Port 2 LED Connector 

CN26 LVDS Inverter/Backlight Connector 

CN27 LAN Port 1 LED Connector 

CN29 eDP Connector 

CN30 LAN Port 3 LED Connector 

CN31 RJ-45 LAN Port 3 

CN32 RJ-45 LAN Port 1/Port 2 

CN33 USB 3.2/USB 2.0 Port 1/Port 2 

CN34 DP Port 

CN35 HDMI Port 
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Label Function 

CN36 RTC Battery Connector 

CN37 I2C/SMBus Connector 

CN38 Port 80 Debug Port Connector 

CN39 Board to Board Connector 

CN40 4-pin Fan Connector 
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2.4.1 Audio I/O Port (CN1) 

 

Pin Pin Name Signal Type Signal Level 

1 RIGHT_OUT OUT - 

2 MIC_R IN - 

3 LEFT_OUT OUT - 

4 MIC_L IN - 

5 JD_LOUT IN - 

6 JD_MIC IN - 

7 GND_AUDIO GND GND 

8 GND_AUDIO GND GND 

9 JD_LIN IN - 

10 LINE_R_IN IN - 

11 +VDD_AUDIO PWR +5V 

12 LINE_L_IN IN - 
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2.4.2 +5V Output for SATA HDD (CN2) 

 

Pin Pin Name Signal Type Signal Level 

1 +V5S PWR +5V 

2 GND GND GND 

 

2.4.3 M.2 3052 B-Key Slot (CN3) 

 

Pin Pin Name Signal Type Signal Level 

1 NC   

2 +V3P3S PWR +3.3V 

3 GND GND GND 
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Pin Pin Name Signal Type Signal Level 

4 +V3P3S PWR +3.3V 

5 GND GND GND 

6 NC   

7 USB2_2_DP DIFF - 

8 KEYB_DISABLE_N IN  

9 USB2_2_DN DIFF - 

10 PCH_SATA_LED_N OUT +3.3V 

11 GND GND GND 

20 NC - - 

21 NC - - 

22 NC - - 

23 NC - - 

24 NC - - 

25 NC - - 

26 NC - - 

27 GND GND GND 

28 NC - - 

29 
PCIE_4_RXN/ 

USB3_2_RXN 
DIFF - 

30 UIM_RST_M2B OUT - 

31 
PCIE4_1_RXP/ 

USB3_2_RXP 
DIFF - 

32 UIM_CLK_M2B - - 

33 GND GND GND 

34 UIM_DAT_M2B IN/OUT - 

35 PCIE4_TXN/ SB3_2_TXN DIFF - 

36 UIM_PWR PWR - 

37 PCIE4_TXP/ SB3_2_TXP DIFF - 

38 NC - - 

39 GND GND GND 

40 NC - - 

41 PCIE_3_RXN DIFF - 

42 NC - - 

43 PCIE_3_RXP DIFF - 

44 NC - - 

45 GND GND GND 

46 NC - - 

47 PCIE_3_TXN DIFF - 

48 NC - - 
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Pin Pin Name Signal Type Signal Level 

49 PCIE_3_TXP DIFF - 

50 BUF_PLT_RST# OUT  

51 GND GND GND 

52 M2B_CLKREQ# IN - 

53 PCIE_4_CLK_DN DIFF - 

54 KEYB_WAKE_N IN - 

55 PCIE_4_CLK_DN DIFF - 

56 NC - - 

57 GND GND GND 

58 NC - - 

59 NC - - 

60 NC - - 

61 NC - - 

62 NC - - 

63 NC - - 

64 NC - - 

65 NC - - 

66 SIM_Detect IN - 

67 KEYB_WWAN_RST_N OUT - 

68 PCH_SUS_CLK IN - 

69 NC - - 

70 +V3P3A PWR +3.3V 

71 GND GND GND 

72 +V3P3A PWR +3.3V 

73 GND GND GND 

74 +V3P3A PWR +3.3V 

75 NC - - 
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2.4.4 External Power Input (CN5) 

 

Pin Pin Name Signal Type Signal Level 

1 +VIN PWR +12V or +9~+36V 

2 GND GND GND 

 

2.4.5 DDR5 SODIMM Channel 1 (CN6) 

 

Standard specification. 
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2.4.6 Front Panel (CN7) 

 

Pin Pin Name Signal Type Signal Level 

1 GND GND GND 

2 EXT_PWRBTN# IN - 

3 SATA_LED- OUT - 

4 SATA_LED+ OUT - 

5 BUZZER- OUT - 

6 BUZZER+ OUT - 

7 GND GND GND 

8 PWR_LED+ OUT - 

9 GND GND GND 

10 HWRST# IN - 
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2.4.7 SATA Port (CN8) 

 

Pin Pin Name Signal Type Signal Level 

1 GND GND GND 

2 SATA_TXP DIFF - 

3 SATA_TXN DIFF - 

4 GND GND GND 

5 SATA_RXN DIFF - 

6 SATA_RXP DIFF - 

7 GND GND GND 

 

2.4.8 External +5VSB Input (CN9) 
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Pin Pin Name Signal Type Signal Level 

1 PS_ON# OUT +5V 

2 GND GND GND 

3 +5VSB PWR +5V(2.5A) 

 

2.4.9 SPI Flash Programming Port (CN10) 

 

Pin Pin Name Signal Type Signal Level 

1 SPI_MISO OUT - 

2 GND GND GND 

3 SPI_CLK IN - 

4 +V1P8A_SPI PWR +1.8V 

5 SPI_MOSI IN - 

6 SPI_CS IN - 

7 NC - - 
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2.4.10 DDR5 SODIMM Channel 2 (CN11) 

 

 

Standard specification.  

 

2.4.11 USB 2.0 Port 6 (CN12) 

 

Pin Pin Name Signal Type Signal Level 

1 +5VSB PWR +5V 

2 USB2_6_DN DIFF - 

3 USB2_6_DP DIFF - 
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Pin Pin Name Signal Type Signal Level 

4 GND GND GND 

5 GND GND GND 

 

2.4.12 USB 2.0 Port 5 (CN13) 

 

Pin Pin Name Signal Type Signal Level 

1 +5VSB PWR +5V 

2 USB2_5_DN DIFF - 

3 USB2_5_DP DIFF - 

4 GND GND GND 

5 GND GND GND 
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2.4.13 USB 2.0 Port 4 (CN14) 

 

Pin Pin Name Signal Type Signal Level 

1 +5VSB PWR +5V 

2 USB2_4_DN DIFF - 

3 USB2_4_DP DIFF - 

4 GND GND GND 

5 GND GND GND 

 

2.4.14 USB 2.0 Port 3 (CN15) 
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Pin Pin Name Signal Type Signal Level 

1 +5VSB PWR +5V 

2 USB2_3_DN DIFF - 

3 USB2_3_DP DIFF - 

4 GND GND GND 

5 GND GND GND 

 

2.4.15 COM Port 1 (CN16) 

 

RS-232 (Default) 

Pin Pin Name Signal Type Signal Level 

1 DCD1 IN - 

2 DSR1 IN - 

3 RX1 IN - 

4 RTS1 OUT ±9V 

5 TX1 OUT ±9V 

6 CTS1 IN - 

7 DTR1 OUT ±9V 

8 RI1/ +5V/ +12V IN/ PWR +5V/+12V 

9 GND GND GND 

 

RS-422 

Pin Pin Name Signal Type Signal Level 

1 RS422_TX- OUT ±9V 

2 NC   
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RS-422 

Pin Pin Name Signal Type Signal Level 

3 RS422_TX+ OUT ±9V 

4 NC   

5 RS422_RX+ IN - 

6 NC   

7 RS422_RX- IN - 

8 NC   

9 GND GND GND 

 

RS-485 

Pin Pin Name Signal Type Signal Level 

1 RS485_D- IN/OUT ±9V 

2 NC   

3 RS485_D+ IN/OUT ±9V 

4 NC   

5 NC   

6 NC   

7 NC   

8 NC   

9 GND GND GND 

 

Note: COM 1 RS-232/422/485 can be set by BIOS setting. Default is RS-232. 

Note: Pin 8 function can be set by JP2. 

 

2.4.16 COM Port 2 (CN17) 
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RS-232 (Default) 

Pin Pin Name Signal Type Signal Level 

1 DCD2 IN - 

2 DSR2 IN - 

3 RX2 IN - 

4 RTS2 OUT ±9V 

5 TX2 OUT ±9V 

6 CTS2 IN - 

7 DTR2 OUT ±9V 

8 RI2/ +5V/ +12V IN/ PWR +5V/+12V 

9 GND GND GND 

 

RS-422 

Pin Pin Name Signal Type Signal Level 

1 RS422_TX- OUT ±9V 

2 NC   

3 RS422_TX+ OUT ±9V 

4 NC   

5 RS422_RX+ IN - 

6 NC   

7 RS422_RX- IN - 

8 NC   

9 GND GND GND 

 

RS-485 

Pin Pin Name Signal Type Signal Level 

1 RS485_D- IN/OUT ±9V 

2 NC   

3 RS485_D+ IN/OUT ±9V 

4 NC   

5 NC   

6 NC   

7 NC   

8 NC   

9 GND GND GND 

 

Note: COM 2 RS-232/422/485 can be set by BIOS setting. Default is RS-232. 

Note: Pin 8 function can be set by JP3.  
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2.4.17 M.2 2230 E-Key Slot (CN18) 

 

Pin Pin Name Signal Type Signal Level 

1 GND GND GND 

2 +V3P3A PWR +3.3V 

3 USB2_10_DP DIFF - 

4 +V3P3A PWR +3.3V 

5 USB2_10_DN DIFF - 

6 NC - - 

7 GND GND GND 

8 NC - - 

9 CNV_WR_D1_DN DIFF - 

10 KEYE_CNV_RF_RST IN - 

11 CNV_WR_D1_DP DIFF - 

12 NC - - 

13 GND GND GND 

14 KEYE_CNV_CLKREQ OUT - 

15 CNV_WR_D0_DN DIFF - 

16 NC - - 

17 CNV_WR_D0_DP DIFF - 

18 GND GND GND 

19 GND GND GND 

20 KEYE_UART_WAKE_N IN - 

21 CNV_WR_CLK_DN DIFF - 

22 CNV_BRI_RSP IN - 

23 CNV_WR_CLK_DP DIFF - 
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Pin Pin Name Signal Type Signal Level 

32 CNV_RGI_DT IN - 

33 GND GND GND 

34 CNV_RGI_RSP OUT - 

35 PCIE_8_TXP DIFF - 

36 CNV_BRI_DT - - 

37 PCIE_8_TXN DIFF - 

38 MLK_RST_N IN - 

39 GND GND GND 

40 MLK_DATA IN/OUT - 

41 PCIE_8_RXP DIFF - 

42 MLK_CLK IN - 

43 PCIE_8_RXN DIFF - 

44 NC - - 

45 GND GND GND 

46 NC - - 

47 PCIE_3_CLK_DP DIFF - 

48 NC - - 

49 PCIE_3_CLK_DN DIFF - 

50 SUS_CLK IN - 

51 GND GND GND 

52 BUF_PLT_RST# IN - 

53 PCIE_CLKREQ#3 OUT - 

54 NC - - 

55 PCIE_WAKE# IN/OUT - 

56 NC - - 

57 GND GND GND 

58 NC - - 

59 CNV_WT_D1_DN DIFF - 

60 NC - - 

61 CNV_WT_D1_DP DIFF - 

62 NC - - 

63 GND GND GND 

64 NC - - 

65 CNV_WT_D0_DN DIFF - 

66 NC - - 

67 CNV_WT_D0_DP DIFF - 

68 NC - - 

69 GND GND GND 

70 NC - - 
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Pin Pin Name Signal Type Signal Level 

71 CNV_WT_CLK_DN DIFF - 

72 +V3P3A PWR +3.3V 

73 CNV_WT_CLK_DP DIFF - 

74 +V3P3A PWR +3.3V 

75 GND GND GND 

 

2.4.18 COM Port 3 (CN19) 

 

Pin Pin Name Signal Type Signal Level 

1 DCD3 IN - 

2 DSR3 IN - 

3 RX3 IN - 

4 RTS3 OUT ±9V 

5 TX3 OUT ±9V 

6 CTS3 IN - 

7 DTR3 OUT ±9V 

8 RI3 IN - 

9 GND GND GND 
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2.4.19 COM Port 4 (CN20) 

 

Pin Pin Name Signal Type Signal Level 

1 DCD4 IN - 

2 DSR4 IN - 

3 RX4 IN - 

4 RTS4 OUT ±9V 

5 TX4 OUT ±9V 

6 CTS4 IN - 

7 DTR4 OUT ±9V 

8 RI4 IN - 

9 GND GND GND 

 

  



 

 
Chapter 2 ð Hardware Information  38 

3
.
5
ó
 
S
u
b
c
o
m
p
a
c
t
 
B
o
a
r
d

 
 

 
G

E
N

E-A
R
H

6
 

  
  

2.4.20 LVDS Connector (CN21) 

 

Pin Pin Name Signal Type Signal Level 

1 BKL_ENABLE OUT - 

2 BKL_CONTROL OUT - 

3 LCD_PWR PWR +3.3V/+5V 

4 GND GND GND 

5 LVDS_A_CLK- DIFF - 

6 LVDS_A_CLK+ DIFF - 

7 LCD_PWR PWR +3.3V/+5V 

8 GND GND GND 

9 LVDS_DA0- DIFF - 

10 LVDS_DA0+ DIFF - 

11 LVDS_DA1- DIFF - 

12 LVDS_DA1+ DIFF - 

13 LVDS_DA2- DIFF - 

14 LVDS_DA2+ DIFF - 

15 LVDS_DA3- DIFF - 

16 LVDS_DA3+ DIFF - 

17 DDC_DATA IN/OUT +3.3V 

18 DDC_CLK IN/OUT +3.3V 

19 LVDS_DB0- DIFF - 

20 LVDS_DB0+ DIFF - 

21 LVDS_DB1- DIFF - 

22 LVDS_DB1+ DIFF - 

23 LVDS_DB2- DIFF - 
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Pin Pin Name Signal Type Signal Level 

24 LVDS_DB2+ DIFF - 

25 LVDS_DB3- DIFF - 

26 LVDS_DB3+ DIFF - 

27 LCD_PWR PWR +3.3V/+5V 

28 GND GND GND 

29 LVDS_B_CLK- DIFF - 

30 LVDS_B_CLK+ DIFF - 

 

2.4.21 Nano SIM Card Socket (CN22) 

 

Pin Pin Name Signal Type Signal Level 

C1 UIM_PWR PWR - 

C2 UIM_RST IN - 

C3 UIM_CLK IN - 

C5 GND GND GND 

C6 UIM_VPP PWR - 

C7 UIM_DATA IN/OUT - 

 

  



 

 
Chapter 2 ð Hardware Information  40 

3
.
5
ó
 
S
u
b
c
o
m
p
a
c
t
 
B
o
a
r
d

 
 

 
G

E
N

E-A
R
H

6
 

  
  

2.4.22 GPIO (CN23) 

 

Pin Pin Name Signal Type Signal Level 

1 GPIO_0 IN/OUT - 

2 GPIO_1 IN/OUT - 

3 GPIO_2 IN/OUT - 

4 GPIO_3 IN/OUT - 

5 GPIO_4 IN/OUT - 

6 GPIO_5 IN/OUT - 

7 GPIO_6 IN/OUT - 

8 GPIO_7 IN/OUT - 

9 +V5S PWR +5V 

10 GND GND GND 
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2.4.23 M.2 2280 M-Key Slot (CN24) 

 

Pin Pin Name Signal Type Signal Level 

1 GND GND GND 

2 +V3P3S PWR +3.3V 

3 GND GND GND 

4 +V3P3S PWR +3.3V 

5 PCIE_12_RXN DIFF - 

6 CARD_PWR_OFF_N IN - 

7 PCIE_12_RXP DIFF - 

8 NC - - 

9 GND GND GND 

10 PCH_SATA_LED_N OUT +3.3V 

11 PCIE_12_TXN DIFF - 

12 +V3P3S PWR +3.3V 

13 PCIE_12_TXP DIFF - 

14 +V3P3S PWR +3.3V 

15 GND GND GND 

16 +V3P3S PWR +3.3V 

17 PCIE_11_RXN DIFF - 

18 +V3P3S PWR +3.3V 

19 PCIE_11_RXP DIFF - 

20 NC - - 

21 GND GND GND 

22 KEYM_SSD_VIO IN - 

23 PCIE_11_TXN DIFF - 
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Pin Pin Name Signal Type Signal Level 

24 NC - - 

25 PCIE_11_TXP DIFF - 

26 NC - - 

27 GND GND GND 

28 NC - - 

29 PCIE_10_RXN DIFF - 

30 NC - - 

31 PCIE_10_RXP DIFF - 

32 NC - - 

33 GND GND GND 

34 NC - - 

35 PCIE_10_TXN DIFF - 

36 NC - - 

37 PCIE_10_TXP DIFF - 

38 NC - - 

39 GND GND GND 

40 NC - - 

41 
PCIE_9_RXN/ 

SATA_1_RXP 
DIFF - 

42 NC - - 

43 
PCIE_9_RXP/ 

SATA_1_RXN 
DIFF - 

44 NC - - 

45 GND GND GND 

46 NC - - 

47 
PCIE_9_TXN/ 

SATA_1_TXN 
DIFF - 

48 NC - - 

49 
PCIE_9_TXP/ 

SATA_1_TXP 
DIFF - 

50 BUF_PLT_RST# IN - 

51 GND GND GND 

52 M2M_CLKREQ# OUT - 

53 PCIE_5_CLK_DN DIFF - 

54 PCIE_WAKE# OUT - 

55 PCIE_5_CLK_DP DIFF - 

56 NC - - 

57 GND GND GND 

58 NC - - 
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Pin Pin Name Signal Type Signal Level 

67 NC - - 

68 SUS_CLK IN - 

69 KEYM_DET IN - 

70 +V3P3S PWR +3.3V 

71 GND GND GND 

72 +V3P3S PWR +3.3V 

73 GND GND GND 

74 +V3P3S PWR +3.3V 

75 GND GND GND 

 

2.4.24 LAN Port 2 LED Connector (CN25) 

 

Pin Pin Name Signal Type Signal Level 

1 +V3P3A_LAN PWR +3.3V 

2 LAN2_LED_1000# OUT +3.3V 

3 LAN2_LED_LNK#_ACT OUT +3.3V 

4 LAN2_LED_2500# OUT +3.3V 
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2.4.25 LVDS Inverter/Backlight Connector (CN26) 

 

Pin Pin Name Signal Type Signal Level 

1 BKL_PWR PWR +5V(Default)/+12V 

2 BKL_PWR PWR +5V(Default)/+12V 

3 BKL_CONTROL OUT - 

4 GND GND GND 

5 GND GND GND 

6 BKL_ENABLE OUT +3.3V 

 
Note: LVDS/BKL_PWR & LVDS/BKL_CONTROL can be set to +12V or +5V by JP4. 

Note: The driving current of BKL_PWR supports up to 2A. 
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2.4.26 LAN Port 1 LED Connector (CN27) 

 

Pin Pin Name Signal Type Signal Level 

1 +V3P3A_LAN PWR +3.3V 

2 LAN1_LED_1000# OUT +3.3V 

3 LAN1_LED_LNK#_ACT OUT +3.3V 

4 LAN1_LED_100# OUT +3.3V 

 

2.4.27 eDP Connector (CN29) 

 

Pin Pin Name Signal Type Signal Level 

1 +VCC_EDP_BKLT PWR +12V 
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Pin Pin Name Signal Type Signal Level 

2 +VCC_EDP_BKLT PWR +12V 

3 +VCC_EDP_BKLT PWR +12V 

4 +VCC_EDP_BKLT PWR +12V 

5 GND GND GND 

6 GND GND GND 

7 GND GND GND 

8 EDP_HPD - - 

9 EDP_BKLT_EN - - 

10 NC   

11 EDP_BKLTCTL - - 

12 GND GND GND 

13 EDP_ AUX _DP DIFF - 

14 EDP_ AUX _DN DIFF - 

15 GND GND GND 

16 EDP_LANE3_DP DIFF - 

17 EDP_LANE3_DN DIFF - 

18 GND GND GND 

19 EDP_LANE0_DP DIFF - 

20 EDP_LANE0_DN DIFF - 

21 GND GND GND 

22 EDP_LANE1_DP DIFF - 

23 EDP_LANE1_DN DIFF - 

24 GND GND GND 

25 EDP_LANE2_DP DIFF - 

26 EDP_LANE2_DN DIFF - 

27 GND GND GND 

28 +VDD PWR +3.3V 

29 +VDD PWR +3.3V 

30 +VDD PWR +3.3V 

 
Note: The driving current of +VCC_EDP_BKLT supports up to 1.2A. 

Note: The driving current of +VDD supports up to 1A. 
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2.4.28 LAN Port 3 LED Connector (CN30) 

 

Pin Pin Name Signal Type Signal Level 

1 +V3P3A_LAN PWR +3.3V 

2 LAN3_LED_1000# OUT +3.3V 

3 LAN3_LED_LNK#_ACT OUT +3.3V 

4 LAN3_LED_2500# OUT +3.3V 

 

2.4.29 RJ-45 LAN Port 3 (CN31) 

 

Pin Pin Name Signal Type Signal Level 

1 LAN3_MDI0_P DIFF - 






































































































































































